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Environmental Protection Agency § 63.457 

(e) If the owner or operator uses the 
results of the performance test re-
quired in § 63.453(p)(2) to revise the ap-
proved values or ranges of the moni-
toring parameters specified in 
§ 63.453(j)(1) or (2), the owner or oper-
ator shall submit an initial notifica-
tion of the subsequent performance 
test to the Administrator as soon as 
practicable, but no later than 15 days, 
before the performance test required in 
§ 63.453(p)(2) is scheduled to be con-
ducted. The owner or operator shall no-
tify the Administrator as soon as prac-
ticable, but no later than 24 hours, be-
fore the performance test is scheduled 
to be conducted to confirm the exact 
date and time of the performance test. 

(f) To comply with the open biologi-
cal treatment system monitoring pro-
visions of § 63.453(p)(3), the owner or op-
erator shall notify the Administrator 
as soon as practicable of the onset of 
the dangerous, hazardous, or otherwise 
unsafe conditions that did not allow a 
compliance determination to be con-
ducted using the sampling and test pro-
cedures in § 63.457(l). The notification 
shall occur no later than 24 hours after 
the onset of the dangerous, hazardous, 
or otherwise unsafe conditions and 
shall include the specific reason(s) that 
the sampling and test procedures in 
§ 63.457(l) could not be performed. 

[63 FR 18617, Apr. 15, 1998, as amended at 65 
FR 80763, Dec. 22, 2000] 

§ 63.456 [Reserved] 

§ 63.457 Test methods and procedures. 
(a) Initial performance test. An initial 

performance test is required for all 
emission sources subject to the limita-
tions in §§ 63.443, 63.444, 63.445, 63.446, 
and 63.447, except those controlled by a 
combustion device that is designed and 
operated as specified in § 63.443(d)(3) or 
(d)(4). 

(b) Vent sampling port locations and 
gas stream properties. For purposes of se-
lecting vent sampling port locations 
and determining vent gas stream prop-
erties, required in §§ 63.443, 63.444, 
63.445, and 63.447, each owner or oper-
ator shall comply with the applicable 
procedures in paragraphs (b)(1) through 
(b)(6) of this section. 

(1) Method 1 or 1A of part 60, appen-
dix A, as appropriate, shall be used for 

selection of the sampling site as fol-
lows: 

(i) To sample for vent gas concentra-
tions and volumetric flow rates, the 
sampling site shall be located prior to 
dilution of the vent gas stream and 
prior to release to the atmosphere; 

(ii) For determining compliance with 
percent reduction requirements, sam-
pling sites shall be located prior to the 
inlet of the control device and at the 
outlet of the control device; measure-
ments shall be performed simulta-
neously at the two sampling sites; and 

(iii) For determining compliance 
with concentration limits or mass 
emission rate limits, the sampling site 
shall be located at the outlet of the 
control device. 

(2) No traverse site selection method 
is needed for vents smaller than 0.10 
meter (4.0 inches) in diameter. 

(3) The vent gas volumetric flow rate 
shall be determined using Method 2, 
2A, 2C, or 2D of part 60, appendix A, as 
appropriate. 

(4) The moisture content of the vent 
gas shall be measured using Method 4 
of part 60, appendix A. 

(5) To determine vent gas concentra-
tions, the owner or operator shall con-
duct a minimum of three test runs that 
are representative of normal condi-
tions and average the resulting pollut-
ant concentrations using the following 
procedures. 

(i) Method 308 in Aappendix A of this 
part shall be used to determine the 
methanol concentration. 

(ii) Except for the modifications 
specified in paragraphs (b)(5)(ii)(A) 
through (b)(5)(ii)(K) of this section, 
Method 26A of part 60, appendix A shall 
be used to determine chlorine con-
centration in the vent stream. 

(A) Probe/sampling line. A separate 
probe is not required. The sampling 
line shall be an appropriate length of 
0.64 cm (0.25 in) OD Teflon ® tubing. 
The sample inlet end of the sampling 
line shall be inserted into the stack in 
such a way as to not entrain liquid 
condensation from the vent gases. The 
other end shall be connected to the 
impingers. The length of the tubing 
may vary from one sampling site to an-
other, but shall be as short as possible 
in each situation. If sampling is con-
ducted in sunlight, opaque tubing shall 
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